Washdown Hoses

Jabsco “Standard Series” Washdown Hoses are constructed of medium duty Polyurethane which is durable yet lightweight. Each 3/8” (10 mm) ID solid UV-stabilized white or blue polyurethane hose is fitted with a 3/4” (19 mm) solid brass connector for long life and rust-free use.

Jabsco “Heavy Duty Series” Washdown Hoses are constructed of a heavy UV-stabilized polyurethane material which is durable yet lightweight. Each 3/8” (10 mm) ID black hose is fitted with a 3/4” (19 mm) stainless steel connector for long life and corrosion-free use.

Both the "Standard Series" and "Heavy Duty Series" hoses feature a 4” (100 mm) coil and deliver a powerful stream of water for all of your washdown needs. The hoses can stow neatly out of the way when not in use.

Jabsco
# Standard Series Hoses

**Features**

- Lightweight – easy to use
- Medium strength wall construction provides good retractability and good durability
- Self-coiling – easy to stow
- 90% usable length – excellent extendability
- Solid brass connectors – improved flow rate and rust-free use
- 360 gallon per hour flow rate
- All models feature 4” coil and solid brass/plastic connector

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>31910-1015</td>
<td>15’ (4.5 m) Solid Blue HoseCoil</td>
</tr>
<tr>
<td>31910-2015</td>
<td>15’ (4.5 m) Solid White HoseCoil</td>
</tr>
<tr>
<td>31910-1025</td>
<td>25’ (7.6 m) Solid Blue HoseCoil</td>
</tr>
<tr>
<td>31910-2025</td>
<td>25’ (7.6 m) Solid White HoseCoil</td>
</tr>
<tr>
<td>31910-1035</td>
<td>35’ (10.7 m) Solid Blue HoseCoil</td>
</tr>
<tr>
<td>31910-2035</td>
<td>35’ (10.7 m) Solid White HoseCoil</td>
</tr>
<tr>
<td>31910-1050</td>
<td>50’ (15.2 m) Solid Blue HoseCoil</td>
</tr>
<tr>
<td>31910-2050</td>
<td>50’ (15.2 m) Solid White HoseCoil</td>
</tr>
</tbody>
</table>

# Heavy Duty Series Hoses

**Features**

- Lightweight – easy to use
- Thicker wall construction provides exceptional retractability and extended life
- Self-coiling – easy to stow
- 85% usable length – exceptional extendability
- Stainless steel connectors – improved flow rate, clean look and corrosion-free use
- Strain relief protector sleeve – eliminates stress kinks at hose connection point
- 360 gallon per hour flow rate
- All models feature 4” coil and stainless steel connector

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>31910-3015</td>
<td>25’ (7.6 m) Black HoseCoil</td>
</tr>
<tr>
<td>31910-3035</td>
<td>35’ (10.7 m) Black HoseCoil</td>
</tr>
<tr>
<td>31910-3050</td>
<td>50’ (15.2 m) Black HoseCoil</td>
</tr>
<tr>
<td>31910-3075</td>
<td>75’ (22.9 m) Black HoseCoil</td>
</tr>
</tbody>
</table>

Distributed by:

Jabsco, 20 Icon, Foothill Ranch, CA 92610
Tel: +1 949 609 5106. Fax: +1 949 859 1254

Jabsco, Bingley Road, Hoddesdon, Hertfordshire, EN11 0BU
Tel: +44 (0) 1923 450 145. Fax: +44 (0) 1923 467 132

Fluid Products Canada, 55 Royal Road, Guelph, Ontario N1H 1T1
Tel: +1 519 821 1900. Fax: +1 519 821 3516

NHK Jabsco Co Ltd, 3-21-10, Shin - Yokohama, Kohoku-ku, Yokohama 222
Tel: +81 (0) 45 475 8906. Fax: +81 (0) 45 475 9680

Jabsco GmbH, Oststraße 28, 22844 Norderstedt
Tel: +49 (0) 40 53 53 73 0. Fax: +49 (0) 40 53 53 73 11

©Copyright 2003 - Jabsco

Discover Jabsco at www.jabsco.com

Warranty: All products of the company are sold and all services of the company are offered subject to the company’s warranty and terms and conditions of sale, copies of which will be furnished upon request. The information provided herein is for guidance only; it does not constitute a guarantee of the performance or specification of any individual product or component.